
1. Default Patch Equipment
This equipment is semi-permanently patched together in the manner described below, and

on the attached mixer diagram.

Jimmv Tin2le's OFF BROADWAY Theater
Sound Equipment Inventory and Setup

As of2/17/06

-
1 Mackie 1604VLZ Mixer

1
Sony CD Player

1
Cinevision DVD Player

1
VCR

1
Sony Combo 5 Disc Changer/CDR

1
QSC RMX 1450 Amp1ifer (300w/2 channel)

2
EV Sx325 Speakers

1
Lexicon MX 200 FX processor (reverb, delay, etc.)

2
EBX 20 Series 32 Band 2 channel EQ

1
Lobby Amp

3
Lobby Speakers

2
Grid hung mics (for audience laughter)

2. Unpatched Equipment
This equipment is not pre-patched, and can be used in a variety of configurations.

2 Mono DI ( W' input, XLR output)
1

Stereo DI (2 W' inputs, XLR output)
2

JBL EONlO G2 Monitor speakers (Active)
3

SM 58 Vocal Mic
2

Beta 57a Inst. Mic
1

Shure WL 185 Mic w/pack and receiver
6

25' XLR cables
3

3' XLR cables
4

25' W' cables

Various adaptors, turnarounds, etc.Cables and connectors for iPod, Laptop.

Due to a limited and fluctuating amount of cable, we recommend that anyone bringing
equipment into the space bring their own cable.
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Default Patch

Mixer Inputs Source
Channell Channel 2Channel 3

Inputs 1-8 are typically patched to the 8 channel snake running from
Channel 4

the booth to the deck.
ChannelS Channel 6

Channel 8 is frequently repatched for the God mic.
Channel 7 Channel 8Channel 9

Lavaliere Mic receiver
Channel 10

Audience pickup mics
Channel 11

FX Return
Channel 12

Video Controller (i.e. DVD, Video)
Channel 13

CD 1
Left

Channel 14
Right

Channel 15
CD2

Left

Channel 16
Right

Mixer Outs Processine:Amplifier Speaker
Main Out L

EQ QSC RMX 1450 AmpliferHL Speaker
Main Out R

EQ QSC RMX 1450 AmpliferHR Speaker
Sub Out 1

None Lobby PA Amp
Lobby PA

Sub Out 2
Speakers

Sub Out 3
None

to CDR in
Left

Sub Out 4
Right

Aux 1
EQ NoneTo Monitor Channel 1 onstage

Aux2
EQ NoneTo Monitor Channel 2 onstage

Aux3
Not PatchedAux4

Aux5
FX ProcessorTo Mixer Input Channel 11

Aux6
Not Patched
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